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STRIPS

RETROREFLECTIVE WHITE

3 3/4"@ ORANGE FLEXIBLE
/ DELINEATOR POST

MOUNT PER MANUFACTURE
RECOMMENDATION

@ DELINEATOR POST

GALV. BENT PLATE 1 1 /2”/' N

WIDE x 3/16" THICK

l

SECTION A

TOP CAP PLATE

/ FACE OF COLUMN, WALL, OR BEAM
s

)

—l =

FACE OF SIGN

CAST ALUMINUM BRACKETS
w/REMOVABLE STAINLESS STEEL

SIGN FACE

MOUNTING BRACKETS w/TAMPER
RESISTANT SIGN BOLTS

MOUNTING
HEIGHT

LIGHTPOLE
(BY OTHERS)

CONCRETE /

COLUMN

MOUNTING BANDS

TOT

1

SIGN _MOUNTING DETAIL

B3

SIGN FACE

MOUNTING HEIGHT

NOTE: SIGN POST TO BE SHIMMED TO

SIGN _MOUNTING DETAIL

VERTICAL.

D3

i

\2 3/8" 0.D. GALV. PIPE w/TOP

CAP PLATE

ISLAND

MOUNTING BRACKETS w/TAMPER
RESISTANT SIGN BOLTS

TOP OF FLOOR SLAB OR CURB

GALV. BASE PLATE 3/8" x 6" x
0'-6" w/(4) EXPANSION ANCHORS

\ SIGN FACE

MOUNTING BRACKETS w/TAMPER
RESISTANT SIGN BOLTS

\2 3/8" 0.D. GALV. PIPE w/TOP

CAP PLATE
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NOTE: SIGN POST TO BE VERTICAL.

ENCASE SIGN POST IN CONCRETE

@SIGN MOUNTING DETAIL

@SIGN MOUNTING DETAIL

o~ /2 3/8" 0.D. GALV. PIPE

/I/
_/I/_

o | ®
. CONCRETE BUMPER WALL
.OI /

MTG. HT.
(SEE SCHEDULE)

Y NOTES:

2. LOCATE REINFORCEMENT PRIOR
TO INSTALLATION OF BENT PLATE

BRACKETS.
BOTTOM CAP PLATE
1"I, 2” 2” IJ”
1 3/8"0 STAINLESS STEEL BOLT &
1 A, /LOCKNUT. TIGHTEN NUT TO ALLOW SIGN
- ¥ '/‘ TO SWING FREE (SEE NOTE 2)
= ] GALV. STL. ANGLE 3" x 3" x 1/4" WITH
_ =
T © /(2) "HILTI" "KWIK-BOLT" OR APPROVED
EQUAL
GALV. 1" SQ. x 1/8" WALL STEEL
/VERTICAL TUBE HANGER
GALV. 1" SQ. x 1/8" WALL STEEL
HORIZONTAL (MIN. 2 REQUIRED)
I SIGN FACE
N
N i 1/8"0 ST. STL. TAMPER PROOF
£ SCREWS @ EA. VERTICAL & MIDPOINT
SIGN FACE FOR BACK i BETWEEN VERTICALS
T0 BACK SIGNS \ r
I
T ||
"C I ]
s WELDED CONN.\ ———
(ALL AROUND) L
3z T
HE OPTION: 3" L. (MIN.) HORIZ. SLEEVE LA
4= WELDED TO VERT. — PROVIDE (2) S.S. - ]
o 3 SELF-LOCKING CUP POINT SET SCREWS
G2 T EA. HORIZ, EA. END ELEVATION A

NOTES:
1. HANGER SPACING 3'-0" 0.C. MAX. — MIN. (2) HANGERS PER SIGN

2. OPTIONAL HANGER CONNECTION - 3/8"¢ STAINLESS STEEL CLEVIS PIN w/HAIRPIN COTTER
3. MAX. SIGN CANTILIVER 1'-0"

@STEEL SIGN_MOUNTING DETAIL

HILTI METAL HIT ANCHOR
OR APPROVED EQUAL.

=9
S 5/8" OD SS WASHER
< =Z
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32 = NYLON
== . BUSHING
235 <
S5 SIGN FACE \
| ; i | - | | | | - -

\
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SECTION

7/16"

SLOTTED HOLE /

IN SIGN FACE @
EA REQD
LOCATION

ELEVATION
NOTES:
1. DO NOT OVERDRIVE METAL HIT ANCHORS; OVERDRIVEN ANCHORS WILL DAMAGE BUSHING & SIGNS.

2. USE THIS MOUNTING DETAIL ON BUMPER WALLS, COLUMNS, PANELS & BEAMS w/DETAIL B7/AG-701
AT TOP TIER & IN CONDITIONS WHERE SIGN FACE IS EXPOSED TO DIRECT SUNLIGHT.

CONTRACTOR NOTE:
- _ 1. DO NOT OVERDRIVE ANCHORS. OVERDRIVEN ANCHORS WILL
N e B . DAMAGE SIGNS.

| 1. PIPE TO BE VERTICAL. 2. WHERE TOP OF PANEL OR BOTTOM OF BEAM CONDITION
OCCURS; MAINTAIN A CONSTANT 2" DIMENSION FROM TOP OF
PANEL OR BOTTOM OF BEAM TO SIGN AS SHOWN.

3. WHERE EXPOSED TO DIRECT SUNLIGHT, ADD PROVISIONS SHOWN
IN DETAIL F5/AG-701.

SIGN _MOUNTING DETAIL
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"HILTI™ METAL HIT ANCHOR OR APPROVED
EQUAL @ 3'-0" 0.C. (MINMUM 4 ANCHORS
PER SIGN)
SIGN FACE
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\BOTTOM OF BEAM WHERE
APPLICABLE

MTG. HT. (WALL OR
COL.) SEE SCHEDULE

MOUNTING PROCEDURE
PER MANUFACTURER

D/

17 MINIMUM 7N 1/2"

FACE OF CONCRETE
/ PANEL
A

CAST ALUMINUM LETTERS
(PAINTED) WITH STAINLESS
STEEL STUDS AND WEATHER
RESISTANT SPACERS

(SEE ARCHITECTURAL
DRAWINGS)

MOUNTING HEIGHT

SIGN MOUNTING DETAIL

VERIFY LOCATION OF P/T TENDONS AND

VARIES

REINFORCEMENT PRIOR ‘TO DRILLING
3/4"0 STANLESS STEEL ROD
STANDARD DUTY STAINLESS STEEL SEAM OR
DROP-FORGED EYE NUT (EMBED PANEL \
INTO PANEL OR BEAM WITH
ADHESIVE)

(Om |

1/4"@ PLASTIC COATED L 312" |
STEEL CABLE WITH CRIMP IMINIMU

STYLE CLAMPS - PROTECT LU

CUT END OF CABLE FROM (2) 2" x 2" x

CORROSION 18" x 1'-0°L
ALUMINUM
ANGLES IN
SAWCUT ALONG
PIPE AXIS -

ATTACH ANGLES
TOGETHER USING
(2) 1/4"0

STAINLESS STEEL

1/4"@ SELF-TAPPING
STAINLESS STEEL SCRN 3

PIPE_CENTERLINE

REFLECTIVE LETTER
DIE-CUT TEXT (SEE
SCHEDULE)

SCREWS

1 |_4||

MOUNTING
HEIGHT

6"@ PVC PIPE WITH FLUSH, SMOOTH
END CAPS AT EACH END OF PIPE -
MOUNT HORIZONTAL ABOVE TRAFFIC

LANE.

1/4"@ DRAIN HOLE
BELOW EACH HANGER
ASSEMBLY

TRAFFIC FLOW

>

@ SIGN MOUNTING DETAIL
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